
MANCANSWC-CHMA1C
MANTGX,TGA,TGMCANbussteering control interface

CHMA1Csteeringwheel control interface
retains theuseofthe audio steeringwheel controls
andalsoprovidesCANignition, reverse gear,
illumination, parkingbrakeandspeedpulseoutput
signals.

A24-12Vadapter may be required for this interface.

ForMANTGX,TGS,TGA,TGMandTGLvehicles

Setupthepatchlead

Set theswitches

Theswitchesonthe interface need tobe set accordingto the brandof radio and
vehicle model.Opentheblackboxandset theswitches.

See the tablesbelow for the switch settings.Switches1-4relate to thebrandofhead
unit andswitched5-8relate to the modelof car.

Switch 1 2 3 4

Alpine Off On Off Off

Kenwood On On Off Off

JVC Off Off On Off

Clarion Off On On Off

Zenec Off Off Off On

Sony On Off On On

Pioneer Off On On On

Chinese/learning On Off Off On
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Pioneer andSony

Pin1black (base)
Pin2 red (middle)
Pin3not connected
Pin 4white (tip)

Alpine,Clarionand JVC

Pin1black (base)
Pin 2white (tip)
Pin3not connected
Pin4 red (middle)

JVC,KenwoodandZenec

Pin1not connected
Pin2blue(singlewire)
Pin3not connected
Pin4not connected

Chinese/Learning

Pin1not connected
Pin2blue(singlewire)
Pin3not connected
Pin4blue(singlewire)

Connecttheloosepurplewire onthe 39-MANharnesstopin3onthepatch lead.
The4pinpatchlead connectordiagramsaboveare viewed fromthewire entry sideof the connector.
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Green—CAN active

Yellow– Ignition output active

When connectedthegreenlightwill indicate that the
interface is recognisingthe vehicles CANbus,and the
yellow lightwill indicate the interface isgivingout an
ignitionpower supply.

If the green light isnotoncheckthe CANbus
connectionsandswitchsettings.

12 11 10 9 8 7

6 5 4 3 2 1

1 Connect to ground

2 Not connected
3 Illuminationoutput

4 Reverse gearoutput

5 Not connected
6 CANlow
7 +12Vpermanent power

8 Handbrakeoutput
9 Ignitionoutput
10 Speedpulseoutput

11 Notconnected
12 CANhigh

12pinconnector on
spareuniversalharness

Somevehiclesmaynothavequadlockconnectorsat the rearof the radio, a spare
universal harnessis suppliedfor vehicleswhere the interface mayneed tobehard
wired.
See the diagramandpinconfigurationbelow.


